
 

FITTING APPLICATIONSRECOMMENDED APPLICATIONS

Recommendations for Tectite fittings and Chilled Water Systems

Tectite fittings are suitable for use on chilled water installations, however consideration  
must be given to the risk of Stress Corrosion Cracking (SCC).

Wet insulating materials can cause corrosion in pipework. Insulating materials can also release 
ammonias and chlorides when wet, these will cause stress corrosion cracking in brasses and  
stainless steels respectively.

Given the likelihood of condensation on chilled water pipework, due consideration must be  
given to adequately protecting the pipe and fittings beneath any insulation.

BS7920:2012 Code of Practice for thermal insulation of pipework and equipment in the 
temperature range of -100ºC to +870ºC recommends that precautions are taken to exclude 
moisture from the system (of insulation) and, if necessary, the surface of the metal should  
receive a protective coating.

With this in mind Pegler Yorkshire makes the following recommendations:

1 SPRINT:  threaded brass fittings should be wrapped in a vapour tight covering

2 PRO:  fittings should be wrapped in a vapour tight covering

3 316:  fittings and pipe should be wrapped in a vapour tight covering,  
 or 0.06mm aluminium foil*

*Stainless Steel Advisory Service. SSAS Information Sheet 5.81

Application Tectite 
Sprint

Tectite
Classic

Tectite 
Pro

Tectite 
316

Commercial mechanical services

Chilled  31 -  32   33

Potable 3 3 3 3

Heating 3 3 3 3

Hot water services 3 3 3 3

Food - - - 3

Brewery - - - 3

Gas - - - -
Domestic

Potable 3 3 - 3

Heating 3 3 - 3

Gas - - - -

Hot water services 3 3 - 3

Cold water services 3 3 - 3



 

PRODUCT OVERVIEW

TECTITE 316
Tectite 316 is a stainless steel option which 
has been developed for use with 316 System 
tube and provides additional robustness for 
applications where water quality, hygiene  
and corrosion resistance are paramount.  
The Tectite 316 range incorporates a stainless 
steel grab ring which has been specifically 
developed to grip stainless steel tube  
without the need for it to be scribed. 

Hot and cold potable water

Brewery

Food/pharmaceutical

Central heating

Chilled water

Hot water re-circulation

TECTITE SPRINT
Developed with the traditional system in  
mind, Tectite Sprint is a non-demountable 
fitting with a compact copper body and is 
ideally suited for domestic or commercial 
potable hot and cold water services, 
low temperature hot water and heating 
applications.

Hot and cold potable water

Central heating systems 
from boiler to radiator

Chilled water

Hot water re-circulation

TECTITE CLASSIC
Tectite Classic are general purpose fittings 
recommended for potable hot and cold 
water services and low temperature hot 
water and heating applications.

Hot and cold potable water

Heating applications

Low temperature 
hot water services

TECTITE PRO
Specifically designed for the high demands 
of a modern commercial system. The Brass 
bodied Pro fitting makes high performance 
installations quicker, safer and more reliable.

Hot and cold potable water

Central heating systems

Chilled water
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